FENGE
POST
SET POSITION OF

SLEEVE IMMEDIATELY
BEHIND TOPMOST UNIT.

CAP UNIT

FRONT
SLEEVET™ 1224R SLEEVE

(129 X 24") DEEP CUT THE GEOGRID
; AROUND THE
FILL SLEEVE WITH SLEEVE-IT™ SYSTEM

AS NECESSARY

>|\ COMPACT TO 85% MDD

PER ASTM D688.

__ ~ GEOGRID

“FENCING SYSTEMS APPROVED FOR USE WITH THE
SLEEVE-IT™ 1224R ARE LIMITED TO THE FOLLOWING
HEIGHTS: CHAIN LINK - UP TO 8-FT, PRIVACY - UP TO 6-FT
(WOODEN, PVC, METAL). POST SIZE 4"X4" MAX.

DETAIL OF FENCE POST INSTALLATION USING SLEEVE-T™ 1224R

200 mm Min. Low

Permeable Soil from the face of units

SLEEVE-IT(tm) DETAILS
PROVIDED BY STRATA
SYSTEMS, INC. FOR
REFERENCE ONLY.

600mm drain fill as measured
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Typical Reinforced Wall Section

Near Vertical Setback
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Rovision Designed By: | Project:
BASA — 52" | Basalt Standard Drawings  metiopn sy e e
LUTE® Sosler ProleciNG: | professional engineer. Detalls should be specific to the
- N Title: | Project and project site requirements.
www.basalite.com - ValleyStone Detalls ShestNo. | k




